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                EVA TUBING 
 

Ethyl Vinyl Acetate (EVA) hose and tubing, 
semi-translucent, for use with anhydrous 
ammonia liquid, herbicides, pesticides and most 
other chemicals. 
 
POTENTIAL USE: 

• Transfer of anhydrous ammonia liquid 
• Alternative to vinyl tubing in surgical, 

hospital, and pharmaceutical applications 
• Agriculture and farm applications 

 

FEATURES: 

• High flexibility 
• High impact strength 
• FDA 21 CFR 176.170 and 177.1350 
• Superior low temperature qualities 
• Clear or black (custom colors available. Minimum order quantities apply.) 
• Resistant to grease and oil 
• UV resistant 

 
CONSTRUCTION: 
 

• Tube: Specially formulated flexible Ethyl 
Vinyl Acetate 18% VA content 

TEMPERATURE: -50°F (-45°C) to 125°F (52°C) 

  

 

 

 

 

*For black substitute “C” for “B

Part# I.D. O.D.  Max W.P. Lengths 

TEV04090C-00 1/4" 0.43 150 psi 300 or 500 ft 

TEV06090C-00 3/8" 0.555 125 psi 300 or 500 ft 

TEV08090C-00 1/2" 0.68 100 psi 300 or 500 ft 

TEV10090C-00 5/8" 0.805 80 psi 300 ft 

TEV12090C-00 3/4" 0.95 60 psi 250 ft 

TEV16090C-00 1" 1.18 45 psi 200 ft 


